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10-A. STEERING WHEEL PLAY I ~. ~ 

Check the free play at the circumference of the steering I wheel. 

i Standard free play: 5 - 20 mm (0.2 - 0.8 in) 
5 ;, + - w = y ; : - - - -  To check the free play, place the front wheels straight 

i( ahead and turn the steering wheel slowly. 
The free play is taken when the front wheel begins 

If excessive play is found, the following points should 
be carefully checked. 

1. Fitting condition of the center link ball joints 
2. Looseness of the idler arm bushes 
3. Looseness of the wheel bearing 

i to move. 

i 
' 1  5 

Fig. 10-1 

4. Backlash between the sector shaft and ball nut 

10-B. STEERING GEAR 

= V ~ - - L  ;.II 4 10-8-1. Removing Steering Gear 
I 

I 1. Disconnect the battery negative cable. 
2. Remove the horn cap and steering wheel. 

Fig. 10-2 

I Note: 1 a) Before removing the steering wheel, apply identifi- 
cation marks on the steering column shaft and 
steering wheel. 

bl Do not strike the steering column shaft end w i th  
a hummer. Striking shaft wi l l  damage the bearing 
or collapsible shaft. 

~ I , 

3. Remove the steering column covers. 
4. Remove the air duct and disconnect the couplers 

5. Remove the stop ring, cancel cam and spring. 
6. Remove the combination switch assembly. 
7. Remove the steering lock assembly referring to 

of the combination switch. 

Par. 10-E. 

I 
Fig. 10-3 

8. Wrap the steering lock hole on the column jacket 
with tape to prevent lubricant from leaking out of 
the jacket. 

9. Remove the column jacket fixing bracket. 

Fig. 10-4 

10 : 1 
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Fig. 10-5 
- .  - .- 

I 

Fig. 10-6 

Q 

I ---- 

Fig. 10-7 

10. 

11. 

12. 

13. 

14. 

Mark the bonnet hinge loc 
remove the bonnet. 
Raise the front end of 
it with stands. 
Disconnect the center lid 
with puller (49 0118 85( 

:ations on the bonnet and 

the vehicle and support 

k from the pitman arm 
IC). 

Remove the pitman arm from sector shaft with 
puller (49 0223 695E). 
Remove the steering gear housing attaching bolts 
and remove the steering gear housing assembly 
through the engine compartment. 

Note: 
I f  the car has any collision, check the steering wheel 
for axial play before removing the steering gear as- 
sembly. I f  the steering column shaft is crushed or axial 
play occures, replace the steering gear and column 
shaft as an assembly. 

10-8-2. Disassembling Steering Gear 
1. Drain the lubricant. 
2. Hold the steering gear housing in a vise. 
3. Slide the column jacket off the column shaft. 
4. Loosen the adjusting screw lock nut. 
5. Remove the side cover attaching bolts. 
6. Remove the side cover by turning the adjusting 

screw clockwise through the cover. 

7. Remove the sector shaft from the gear housing, 
being careful not to damage the shaft. 

Fig. 10-8 

10 : 2 
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I 

Fig. 10-9 
- 

Fig. 10-10 

8. Unscrew the end cover lock nut with the suitable 

9. Loosen the end cover. 
10. Remove the worm shaft and ball nut assembly. 

Do not disassemble the worm shaft and ball nut 
assembly. 

Do not remove unless the oil seal is necessary to  
replace. 

Y 

wrench. 

11. Remove the oil seal with suitable tool. 

10-83. Inspecting Steering Gear 
1. Check the operation of the ball nut assembly on 

the worm shaft. If the ball nut does not travel 
smoothly and freely on the worm shaft and there is 
roughness, replace the steering gear assembly. 

2. Check the worm bearings and cups for wear or 
any damage. If defective. redace the steering gear 
assembly 

3. Check the end clearance between the sector shaft 
and the adjusting screw with a feeler gauge. If the 
clearance exceeds the limit, replace the steering gear 
assembly. 

End clearance limit: 0.1 mm (0.004in) 

4. Check the clearance between the sector shaft and 
the housing bore. 
If it exceeds specifications, replace the steering 
gear assembly. 

Clearance limit: 0.1 mm (0.004 in) 

Fig. 10-11 

5.  Check the oil seal for wear, flaw or any damage. 
If there is any possibility of oil leakage, replace 
the oil seal. 

Note: 
When installing, do not tap the oil seal directly with a 
hammer. 

Fig. 10-12 

10 : 3 
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Fig. 10-13 

4. 

10-B4. Assembling Steering Gear 
1. Install the oil seal with suitable tool (if removed). 

When installing, do not tap the oil seal directly 
with a hammer. 

2. Install the worm shaft and ball nut assembly into 
the gear housing. 

3. Screw in the end cover until the Dreload of the worm 

L 
Fig. 10-14 

1 

J' . . -'A 

Fig. 10-15 

5. 

6 .  

'I 

To measure the preload, attach the attachment 
(49 0180 510A) to the column shaft end and pull the 
spring scale sequarly and then, take a reading of the 
scale when the shaft starts to turn. 

After adjusting the preload, tighten the 
-nd 1n-L m i i t  . w i t h  n i i i t n h l n  nrrnnnh 

end cover 
e 

Turn the worm shaft and place the rack in the center 
position of the worm. 
Install the adjusting screw and shim into the slot 
at the end of the sector shaft, and install them 
into the gear housing, being careful not to damage 
the oil seal. 
Make sure the center of the sector gear is in alignment 
with the center of the worm shaft rack. 

7. Apply sealing agent to  side cover and place the 
side cover onto the adjusting screw, then turn the 
adjusting screw counterclockwise until it is screwed 
into proper position. 

8. Tighten the side cover attaching bolts. 
9. Temporarily tighten the adjusting screw lock nut. 

The adjustment of the backlash between the sector 
gear and rack is explained in Par. 10-B-5. 

10. Install the column iacket onto the end cover. 

Fig. 10-16 

10 : 4 
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10-Bd. Installing Steering Gear 

noting the following points. 
Install the steering gear in the reverse order of removal, L 

b U -  

I 

L 

Fig. 10-17 

1. Place the shim in original position between the 
steering gear housing and the frame to obtain the 
proper column shaft alignment. 

2. Install the pitman arm onto the sector shaft, aligning 
the identical serrations of the pitman arm and sector 
shaft. 

Pitman arm tightening torque: 
15 - 18 m-kg (108 - 130 ft-lbl 

I 

3. Adjust the backlash between the sector gear and 
rack, proceed as follows. 

1) Move the sector shaft several times from the side 
of pitman arm to see that it turns smoothly and 
stop the pitman arm at the center position of its 
moval range. 

2) Mount a dial indicator and adjust the backlash at 
the neutral position (center position) of pitman 
arm by turning the adjusting screw in or out so 
that the movement of the pitman arm end becomes 
0 mm. 

a 

5 
L 

3) Tighten the adjusting screw lock nut securely. 
i/ 

7 '- 

--- 
Fig. 10-18 

4. Attach the attachment (49 0180 510A) to column 
shaft end and measure the worm shaft preload 
at center portion of shaft travel. 
The preload should be checked when the center 
link is disconnected from the pitman arm. 

Preload (with sector shaft): 
0.6 - 1.2 kg (1.32 

- -- .. ' I - 2.65 Ibl 

Fig. 10-19 

r- 
P 

5. Align the identification marks on the steering wheel 

6.  Fill the gear housing with lubricant (A9.I. Service 
and column shaft. 

GL-4, SAE 90). 

10-C. STEERING LINKAGE 

The ball joints are filled with lithium grease and are 
completed sealed which require no lubrication service. 

10-C-1. Removing Idler Arm 
1. Raise the front end of the vehicle and support it 

2. Disconnect the center link from the idler arm with 

3. Remove the idler arm assembly. 

with stands. 

puller (49 0118 850C). L 

~ 

Fig. 10-20 

10 : 5 
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104-2. Disassembling Idler Arm 
1. Hold the idler arm assembly in a vise. 
2. Remove the split pin, nut and washer. 
3. Remove the idler arm and bushes from the bracket. 
4. Check the bushes and replace if they are worn ex- 

cessively. 

Fig. 10-21 

10-C-3. Assembling Idler Arm 
1. 

2. 

3. 
4. 

5. 

Position the bush on the idler arm spindle and fill 
grease (Lithium base NLGI No. 2) to bush and 
spindle. 
Install the idler arm to bracket and pack the grease 
into the bracket. 
Position the bush and washer. 
Tighten the spindle nut and install the new split pin. 

b 

Fie. 10-22 

Check the revolving torque of the idler arm by using 
a spring scale. The reading should be within 2 - 6 kg 
(4.4 - 13.2 Ib). 
If the specified reading is not obtained, replace the 
idler arm bushes. 

Fig. 10-23 

10-C-4. Installing Idler Arm 
1. Install the idler arm assembly to the frame and 

tighten the attaching bolts to 4.4 - 5.5 m-kg (32 - 40 ft-lb). 
2. Connect the center link to the idler arm. 

Tighten the nut to  2.5 - 3.5 m-kg (18 - 25 ft-lb) 
and install a new split pin. 

r 

A 
Fig. 10-24 

10 : 6 



10 

.L -- I I- -- 
Fig. 10-25 

I 

Fig. 10-26 

10-C-5. Checking Ball Joint 
1. Inspect the ball joint for wear. If defective, replace 

the ball joint in its assembled form. 
2. Check the dust seal for wear, flaw or any damage. 

If the dust seal is defective, replace it with new 
one. 
To replace the dust seal, remove the ball joint and 
hold it in a vise. 
Remove the dust seal with suitable tool. 

- . 

~~ 

Fig. 10-27 

I 
0 

Pack the small amount of grease (Lithium base 
NLGI No. 2) to dust seal and install the dust seal 
with boot installer (49 8038 785). 

10-C-6. Replacing Pitrnan Arm 
1. Raise the front end of the vehicle and support it 

with stands. 
2. Disconnect the center link from the pitman arm 

with puller (49 0118 SSOC). 
3. Loosen the nut and remove the pitman arm from 

the sector shaft with puller (49 0223 695E). 
4. Install the pitman arm onto the sector shaft, aligning 

the identical serrations of the pitman arm and sector 
shaft. Tighten the nut to 15 - 18 rn-kg (108 - 130 

5. Connect the center link to the litman arm and 
ft-lb). 

tighten the nut to 3.( ft-lb). 
Install a new split pi 

10-C-7. Replacing Tie-rod 
1. Raise the front end of the vehicle and support it 

with stands. Remove the front wheel. 
2. Disconnect the tie-rod from the center link and 

knuckle arm by using the puller (49 0118 85OC). 
3. Install the tie-rod to the center link and knuckle 

arm. 
4. Tighten the nuts to 3.0 N 4.5 rn-kg (22 - 33 ft-lb) 

and install new split pins. 
L 

Note: 
Whenever the tie-rod or ball joint is replaced, the toe- 
in must be reset. 

Fig. 10-28 

10 : 7 
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. __ i 
Fig. 10-29 

ock nut 7.0 - 8.0 rn-k 
(51 - 58 ft-lb 

o lengthen tie-rod, turn 
i t  toward arrow direction. 

A--B=O--Brnm (0--0.24111) 

L Fig. 10-30 

r" 

b 

Fig. 10-31 

Fig. 10-32 

10-C-8. Replacing Center Link 
1. Raise the front end of the vehicle and support it 

with stands. 
2. Remove the center link from both tie-rods, pitman 

arm and idler arm by using the puller (49 0118 
850C). 

3. Install the center link to the pitman arm, idler arm 
and tie-rods. 

4. Install and tighten the nuts to specifications. 
Install new split pins. 

Tightening torque: 
Center link to idler arm 

2.5 - 3.5 m-kg (18 
Other ball joints 3.0 N 4.5 m-kg (22 - 33 ft-lb) 

25 ft-lb) 

10-D. FRONT WHEEL ALIGNMENT 

10-0-1. Inspection Before Checking Front Wheel 

1. Check the tire inflation and bring to  recommended 

2. Inspect the front wheel bearing play and correct 

3. Inspect the wheel and tire run-out and balance. 
4. Inspect the ball joints of the front suspension and 

5. The vehicle must be on level ground and have no 

Alignment 

pressure. 

if necessary. 

steering linkage for any excessive looseness. 

luggage or passenger load. 

ound . 
! wheels by hand, mark a .. line . 
- .  _ _  

10-D-2. Checking Toe-in 
1. Raise the front end of the vehicle until the wheels 

clear the gr 
2. Turning the in the 

center of each tire tread by using a scribing block. 
3. Lower the vehicle and place the front wheels in the 

straight-ahead position. 
4. Measure the distance between the marked lines 

at the front and rear of the wheels. 
Both measurements must be taken at equal distances 
from, the ground. 
If the distance between the wheels at the rear is 
greater than that at the front by 0 N 6 mm (0 - 
0.24 in), it is correct. 
If it is found to be incorrect, adjust the toe-in by 
turning the tie-rods by equal amounts. 

10-D-3. Checking Camber and Caster 
To check the camber and caster, use a wheel align- 
ing gauge following the manufacturer's instructions. 

Camber: 1'10' f 30' 
Caster: 4'30' 2 30' (Right hand side) 

4'00' f 30' (Left hand side) 

If it is found to be incorrect, adiust the camber and 
caster as follows: 
1. Raise the front end of the P . it 

with stands. 
2. Open the bonnet. 
3. Remove the four nuts attaching me rronr suspension 

mounting block to the fender apron. 

ehicle and support 

10 : 8 
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1 

Fig. 10-33 

I 

i - - 
Fig. 10-34 

Fig. 10-35 

/ 

:: 

I 

i 

4. Press the front suspension downward and change 
the position of the mounting block according to 
the following table. - 

v ananon Position of front suspension 
mounting block Camber I Caster 

0 0 
n I +28' 

180' 
270' (D) +28' 

+28' I +28' 

5 .  Tighten the nuts attaching the front suspension 
mounting block to the fender apron. 

Tightening torque 2.3 - 3.0 m-kg (17 - 22 ft-lb) 

6 .  Lower the vehicle and recheck the camber and 
caster. 
If the correct adjustment can not be obtained by the 
above procedures, check all parts of front suspension 
and body alignment, and repair or replace if neces- 
sary. 

L 

104-4.  Adjusting Steering Angle 
Adjust the steering angle with the adjusting bolt fitted 
on the steering knuckle arm so that the front wheels 
turn 39"40' 2" inward and 32"14' f 2" outward. 

10-E. STEERING LOCK 
To replace the steering lock assembly, proceed as 
follows. 

1. Disconnect the battery negative cable. 
2. Remove the horn cap. 
3. Apply identification marks on the steering column 

shaft and steering wheel, and remove the steering 
wheel. 
Do not strike the steering column shaft end with a 
hummer. Striking shaft will damage the bearing or 
collapsible shaft. 

- 
4. Remove the steering column covers. 

Fig. 10-36 

10 :9  
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5. Remove the air duct and disconnect the couplers 

6 .  Remove the stop ring, cancel cam and spring. 
7. Remove the combination switch assembly. 

of the combination switch. 
i 

Fig. 10-37 

L 
Fig. 10-38 

8. Make a groove on the head of the bolts attaching 
the steering lock body to the column jacket by using 
a chisel so that the screwdriver can be used to loosen 
the screws. 

9. Position a new steering lock assembly to the column 
jacket and tighten the bolts until the head of the 
bolts snaps-off. 

10. Install the combination switch, column covers 
and steering wheel in the reverse order of removal. 
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